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ABSTRACT 

The speech-based multi dispenser system is an innovative solution that effectively combines 

speech recognition, artificial intelligence (AI), machine learning (ML), and Raspberry Pi 

technology to enhance liquid dispensing. This user-friendly system responds to voice 

commands, allowing for accurate control over the dispensing process. At the core of the 

project is a Raspberry Pi, serving as the main control unit, which works with a motor driver 

IC (such as L293D) to manage the dispensing mechanism efficiently. 

The system is designed with a built-in microphone that listens for user commands, which are 

then analyzed using advanced AI and machine learning techniques to ensure accurate 

understanding. Once it recognizes a valid voice command, the system converts that input into 

actionable instructions for the motor driver IC. This component effectively controls the 

motors responsible for the dispensing process, guaranteeing that liquids are dispensed 

precisely according to the user's request. 

The project also boasts a mobile app that keeps you updated on the motor’s status in real-

time. The speech-based multi-liquid dispenser brings several advantages to the table, 

including ease of use, hands-free functionality, accurate dispensing, remote operation, and 

flexible monitoring options. This adaptability paves the way for a variety of uses, such as 

automated beverage dispensing, chemical mixing, and preparing pharmaceuticals. 

The system enhances its voice recognition abilities and tailors itself to individual preferences 

by utilizing AI and machine learning. By combining a Raspberry Pi with a motor driver IC, it 

creates a smooth and efficient automated dispensing solution. 

In essence, this speech-based multi-dispenser system offers an intelligent and user-friendly 

approach to liquid dispensing. With its integration of voice recognition, AI, machine learning, 

and Raspberry Pi technology, it significantly elevates convenience and efficiency across 

various applications. 

I. INTRODUCTION 

INTRODUCTION TO SPEECH-BASED MULTI DISPENSER SYSTEM 

1.1 Introduction of Embedded System 

An embedded system effectively combines computer hardware, software, and sometimes 

mechanical components to perform a specific function. A perfect illustration of this is your 

microwave oven; it’s a staple in most homes and used countless times every day. Yet, many 
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overlook the fact that there’s a processor and software working behind the scenes as they 

cook their meals. 

In contrast, a personal computer, often found nestled in the living room, serves a different 

purpose. While it shares some similarities with embedded systems—such as having 

hardware, software, and mechanical elements like disk drives—a personal computer is built 

for flexibility. This allows it to take on a wide range of tasks, which is why we often refer to 

them as general-purpose computers. When purchased, these devices are essentially blank 

slates; manufacturers can't pinpoint how each buyer plans to utilize them. One person might 

set it up as a network file server, another might use it for gaming, and yet another could 

leverage it to craft the next great American novel. 

Additionally, embedded systems frequently function as parts of larger frameworks. Take 

modern cars, for instance. They’re packed with numerous embedded systems—one that 

regulates anti-lock brakes, another for managing emissions, and yet another that displays data 

on the dashboard. These systems might communicate through a network, but that's not always 

required. 

To clarify any potential confusion, it’s important to note that general-purpose computers 

consist of various embedded systems. For instance, my computer comprises several 

components: a keyboard, mouse, video card, modem, hard drive, and sound card. Each one 

operates as an embedded system with its own dedicated processor and specialized software. 

Take the modem, for example; it’s specifically designed to send and receive digital data over 

an analog telephone line. 

Ideally, users benefit from a well-designed embedded system without even realizing the 

supporting processor and software are there. This is often the case with appliances like 

microwave ovens, VCRs, and alarm clocks. Interestingly, it's also possible to create similar 

devices without relying on processors and software by utilizing custom integrated circuits 

that accomplish the same tasks purely through hardware. However, this method tends to be 

less flexible because modifying software is generally much easier and more cost-efficient 

than redesigning hardware. 

1.2 History and Future 

The previous definition of embedded systems suggests that these technologies couldn't have 

come to be before 1971, a landmark year when Intel introduced the first-ever microprocessor. 

This revolutionary chip, called the 4004, was designed specifically for a series of business 

calculators by the Japanese company Busicom. In 1969, Busicom had approached Intel with a 

request for custom integrated circuits for each new calculator model. Instead, Intel offered a 

flexible solution, proposing a single circuit that could cater to all the models in Busicom's 

range. This forward-thinking approach allowed software to customize the unique 

functionalities of each calculator. 

The 4004 microcontroller quickly gained popularity, and its use expanded steadily over the 

next ten years. The initial applications of embedded systems spanned a wide range, including 

unmanned space probes, computerized traffic lights, and flight control systems for aircraft. 
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By the 1980s, embedded systems had become an integral part of the microcomputer 

revolution, embedding microprocessors into everyday life—seen in kitchens with bread 

machines and microwaves, in living rooms with TVs and stereos, and in workplaces with 

devices like fax machines, cash registers, and credit card readers. 

It's evident that the spread of embedded systems is poised to grow even more rapidly. We’re 

already witnessing the launch of innovative new products with great market promise—smart 

light switches and thermostats, adaptable airbag systems that respond to the size of 

occupants, handheld electronic organizers, digital cameras, and more. 

1.3 Real Time Systems 

One notable category of embedded systems warrants our discussion: real-time systems. These 

systems are fundamentally characterized by their timing requirements; they must perform 

specific calculations or make decisions within predetermined timeframes. Each of these 

critical computations comes with strict deadlines, and failing to meet one can be as severe as 

delivering an incorrect result. 

Imagine the consequences of a missed deadline in real practical terms: if a real-time system is 

integral to an airplane's flight control, the stakes are high—passengers and crew could face 

life-threatening risks. Conversely, in the realm of satellite communications, the fallout might 

only affect a single corrupted data packet. The seriousness of the outcome plays a key role in 

determining whether we label the deadline as "hard," indicative of a hard real-time system, or 

"soft," suggesting a more lenient deadline. 

The themes and examples featured in this book resonate deeply with designers of real-time 

systems who are genuinely passionate about their craft. Their responsibility is to guarantee 

the dependable functioning of both hardware and software under every conceivable 

condition, particularly when human safety hinges on the effectiveness of their systems. This 

responsibility demands rigorous engineering calculations, which must be thoroughly 

documented. 

In our everyday lives, we interact with various embedded systems without even being aware 

of it. Household items such as digital cameras, DVD players, electronic toys, microwave 

ovens, and remote controls for TVs and air conditioners are commonplace. Today’s 

automobiles contain around 20 embedded systems responsible for tasks like transmission 

control, engine spark management, and navigation. Even wristwatches are becoming intricate 

embedded systems. Moreover, palmtops are versatile devices that can handle a range of 

functions, including gaming and word processing. 

In the industrial sector, embedded systems are essential for process control in various 

industries, including pharmaceuticals, cement, sugar, oil exploration, nuclear energy, and 

power generation. These systems are designed to carry out specific functions such as 

monitoring temperature, pressure, humidity, voltage, and current levels. Based on the 

readings, they either control other devices or send information to a central monitoring hub. In 

scenarios where human involvement presents dangers, robots programmed for specific tasks 
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are increasingly employed. These robots are advancing rapidly and can now execute complex 

operations such as hardware assembly. 

In the field of medical electronics, nearly every piece of equipment in a hospital is an 

embedded system. This includes diagnostic tools like ECGs, EEGs, blood pressure monitors, 

and X-ray machines, as well as devices used in blood analysis, radiation treatment, 

colonoscopy, and endoscopy. Innovations in medical electronics have significantly improved 

disease diagnosis accuracy. 

Computer networking involves various components like bridges, routers, Integrated Services 

Digital Networks (ISDN), Asynchronous Transfer Mode (ATM), X.25, and frame relay 

switches. These are all embedded systems that follow essential data communication 

protocols. For instance, a router connects two different networks, which might be using 

separate protocol stacks. Its job is to receive data packets from incoming connections, 

analyze them, and then forward them to the appropriate destination after converting the 

protocols if needed. Most networking equipment, aside from the desktop computers we use to 

connect to these networks, consists of embedded systems. 

In telecommunications, we can categorize embedded systems into two primary groups: 

subscriber terminals and network equipment. Subscriber terminals cover devices like key 

telephones, ISDN phones, terminal adapters, and webcams. On the flip side, network 

equipment includes multiplexers, multiple access systems, Packet Assemblers/Disassemblers 

(PADs), and satellite modems. The latest innovations have brought forth IP phones, IP 

gateways, and IP gatekeepers, which enable affordable voice communication over the 

Internet. 

The fast-paced evolution of wireless technologies, particularly in mobile communications, 

has led to groundbreaking applications utilizing embedded systems. The mobile phone, one 

of the iconic inventions from the late 20th century, is a significant embedded system that 

facilitates voice communication while on the move. Personal Digital Assistants (PDAs) and 

handheld devices are now essential for accessing online multimedia services. Moreover, the 

mobile communication infrastructure, including base station controllers and mobile switching 

centers, showcases powerful embedded systems within the industry. 

Security has become paramount for both individuals and organizations, highlighting the 

importance of protecting physical environments and sensitive information. This demand has 

spurred the creation of specialized embedded systems tailored for security, making it a 

thriving market. The authentication and verification devices found in homes, workplaces, 

airports, and beyond are essentially embedded systems. Remarkably, nearly 99 percent of all 

processors produced are incorporated into these systems.  

The applications of embedded systems stretch across numerous sectors, including consumer 

electronics, transportation, aviation, healthcare, manufacturing, industrial automation, data 

communication, telecommunications, defense, and, of course, security. These systems are 

vital for encrypting data and safeguarding voice communications over various channels, such 
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as telephone lines. Biometric technologies, like fingerprint and facial recognition, are 

becoming the norm for user authentication in banking and secure access environments. 

In the finance sector, we've seen a notable shift recently, as traditional cash and cheque 

transactions are progressively giving way to smarter options like smart cards and ATMs 

(Automatic Teller Machines, also interpreted as Any Time Money). These smart cards, 

roughly the same size as credit cards, are embedded with micro-controllers and memory that 

work in harmony with smart card readers and ATMs, effectively acting as electronic wallets. 

The evolution of smart card technology could very well guide us toward a cashless future. It’s 

becoming increasingly evident just how integral embedded systems are in our everyday 

lives—they're woven into various aspects of our experiences wherever we go. 

1.4 Overview of Embedded System Architecture 

At the core of every embedded system lies specially designed hardware centered around a 

Central Processing Unit (CPU). This hardware works in tandem with memory chips that 

house the software, commonly known as 'firmware.' The layout of an embedded system can 

be visualized as a layered architecture. The operating system sits on top of the hardware, 

while application software operates above the operating system. 

For simpler devices like remote controls, air conditioners, and toys, an operating system 

might not be necessary; you can create software that is specifically tailored for that device. 

However, for more intricate applications, it’s generally a good idea to implement an 

operating system. In these cases, integrating your application software with the operating 

system is crucial before uploading the complete software package to the memory chip. Once 

set up, the software can run continuously without needing frequent updates or reloads. The 

fundamental elements of this system are illustrated in the attached figure: 

• Central Processing Unit (CPU) 

• Memory (Read-only Memory and Random Access Memory) 

• Input Devices 

• Output devices 

• Communication interfaces 

• Application-specific circuitry 

 

Figure 1: Blocks of hardware embedded system 
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• Central Processing Unit (CPU): 

o The Central Processing Unit, or processor for short, could be a microcontroller, 

microprocessor, or Digital Signal Processor (DSP). Microcontrollers are budget-

friendly processors that come with various additional components integrated right on 

the chip, like memory, a serial communication interface, and an analog-to-digital 

converter. This makes microcontrollers ideal for small-scale applications, as they 

minimize the need for extra parts. In contrast, microprocessors offer greater power but 

require several external components for their operation. Meanwhile, DSPs are 

specifically designed for applications involving signal processing, such as audio and 

video tasks.  

• Memory:  

o The memory in a computer is divided into two main types: Random Access Memory 

(RAM) and Read-Only Memory (ROM). RAM is volatile, meaning that all data 

stored in it is lost when the power to the chip is turned off. In contrast, ROM is non-

volatile and retains its contents even when the power is off. This is where firmware is 

stored. When the computer is powered on, the processor accesses the ROM to read the 

firmware, allowing the program to execute properly. 

• Input devices:  

o Unlike traditional desktops, embedded systems come with input devices that offer 

very limited functionality. These systems typically don’t include a keyboard or 

mouse, making user interaction quite challenging. Instead, many have a small keypad 

where pressing a single key executes a specific command. In some cases, keypads 

might only accept numerical input. For embedded systems used in process control, 

they often don’t feature any input devices for user interaction at all; instead, they rely 

on data from sensors or transducers, producing electrical signals that are subsequently 

transmitted to other systems. 

• Output devices:  

o The output devices in embedded systems are rather basic in their functionality. 

Typically, these systems might feature a few Light Emitting Diodes (LEDs) that serve 

to show the overall health of various system modules or to provide visual alerts for 

alarms. Additionally, a small Liquid Crystal Display (LCD) could be incorporated to 

present important parameters. 

• Communication interfaces:  

o The embedded systems might need to communicate with other embedded systems or 

transfer data to a desktop. To make this possible, they are equipped with several 

communication interfaces, such as RS232, RS422, RS485, Universal Serial Bus 

(USB), IEEE 1394, Ethernet, and others.  
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1.5 Block Diagram: 

 

Figure 2: Block Diagram 

• Microphone: The microphone is responsible for capturing the user's voice commands. It 
converts sound waves into electrical signals that can be processed by the system. 

• Switch: The switch button is used to initiate the process. 

• Buzzer: The buzzer produces a beep sound when the switch is pressed and turns on the 

microphone for the user to give the input. 

• L293D IC: The L293D IC can be connected to the Raspberry Pi or microcontroller to 
receive control signals. These signals determine the speed and direction of the motors used in 

the dispenser system. 

• Motors: The motors in the system are responsible for dispensing mechanisms. They are 
controlled by the Raspberry Pi based on the user's command and the predictions made by the 

machine learning model. 

• Raspberry Pi: The Raspberry Pi serves as the central computing unit in the system. It runs 
the necessary software and algorithms, processes audio input from the microphone, controls 

the motors, and communicates with other components. 

• Mobile App: The mobile app is used to display the current status of the motors whether it is 
in “RUNNING” state or “OFF” state. 

 1.6 Power Supply: 

 

Figure 3: Power Supply 

II. LITERATURE SURVEY 

[1]. V. Jyothi;K. Hanuja;Peta Shirisha;R. Avinash; P. Akhil – “Implementation of Voice 

Based Hot-Cold Water Dispenser System Using Raspberry Pi 3” -This system is completely 

supported voice-based, and it employs a Raspberry Pi circuit. It also has an IR sensor, a voice 

app, a Bluetooth module, jars for holding water, pipes, and a motor. During this project, the 

voice app detects the person's speech and transmits the appropriate information to the 

Raspberry Pi 3, which determines whether the water requested by the person should be hot or 

cold. 
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 [2]. Muhammad Azlan Alim;Samsul Setumin;Anis Diyana Rosli;Adi Izhar Che Ani – 

“Development of a Voice-controlled Intelligent Wheelchair System using Raspberry Pi” - a 

voice recognition-based intelligent wheelchair system for physically disabled people who 

unable to control the wheelchair by their upper and lower limbs. This development employs 

voice command to controls the movement of the wheelchair in different directions. The 

android device is used as microphone to be connected to the Google Assistant prior to data 

processing by the Raspberry Pi. The Raspberry Pi will then command the servo motors to act 

accordingly. This system offers automatic obstacle detection via the use of an infrared sensor 

which aids the user to apply momentary brake button upon the obstacle detection. 

 [3]. Pooja Singh;Pinki Nayak;Arpita Datta;Depanshu Sani;Garima Raghav;Rahul Tejpal – 

“Voice Control Device using Raspberry Pi” - a device based on implementation of a voice 

command system as an intelligent personal assistant. The services provided by the device 

depends on the input given in the form of voice command by the user and ability to access 

information from a variety of online sources such as weather, telling time or accessing online 

applications to listen to music. This Voice driven device uses Raspberry Pi as its main 

hardware. Speech to text engine is used to convert the voice command to simple text. Query 

processing is then applied using natural language processing (NLP) onto this text to interpret 

the intended meaning of the command given by the user. After interpreting the intended 

meaning, text to speech conversion is used to give appropriate output in the form of speech. 

[4]. Ratna Aisuwarya;Yulita Hidayati – “Implementation of Ziegler-Nichols PID Tuning 

Method on Stabilizing Temperature of Hot-water Dispenser” - The low-cost dispenser has 

disadvantages such as unable to maintain the water temperature to remain stable. To brew hot 

drinks such as coffee and tea require a specific range of temperature of 90 - 96 °C. Several 

previous studies regarding automatic dispensers have discussed the existing problems; only 

there are still some drawbacks when controlling the temperature stability in the dispenser. 

Further development is needed to overcome these shortcomings. For that purpose, we 

proposed a dispenser that can maintain the stability of hot water temperature. This dispenser 

will make it easier for users to brew coffee and tea with the ideal water temperature and 

produce a stable temperature that produces a good quality drink. The designed system uses 

water-resistant temperature sensor. Voltage control is applied to the heating element using the 

Ziegler-Nichols PID Tuning Method in order to control the temperature stability. 

Experimental results show that the system can maintain the temperature of hot water in the 

dispenser to keep it stable with a range from 92.31 °C to 92.62 °C, while the system without 

controller unable to maintain the stability of hot water temperature because the hot water 

temperature reaches a maximum temperature of 95.62 °C exceeding the set point of 92 °C. 
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III. RASPBERRY PI 

3.1 Raspberry Pi Board 

 

Figure 4: Raspberry Pi Board 

A Raspberry Pi 3 board contains BCM2837 controller which supports ARM11 processing 

unit. This is the Broadcom chip used in the Raspberry Pi 3, and in later models of the 

Raspberry Pi. The underlying architecture of the BCM2837 is identical to the BCM2836. The 

only significant difference is the replacement of the ARMv7 quad core cluster with a quad-

core ARM Cortex A53 (ARMv8) cluster. The ARM cores run at 1.2GHz, making the device 

about 50% faster than the Raspberry Pi The Video core IV runs at 400Mhz. 

3.2 Power Supply 

The input to the circuit is applied from the regulated power supply. The Ac input i.e., 230V 

from the mains supply is step down by the transformer to 12V and is fed to a rectifier. The 

output obtained from the rectifier is a pulsating Dc voltage. So, in order to get a pure Dc 

voltage, the output voltage from the rectifier is fed to a filter to remove any Dc components 

present even after rectification. Now, this voltage is given to a voltage regulator to obtain a 

pure constant dc voltage. 

 

Figure 5: Block Diagram of Power Supply 

3.3 Microphone: 

 

Figure 6: Microphone 
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A microphone is an essential device that turns sound waves into electrical signals. When you 

speak into a microphone, it causes a diaphragm to vibrate, which is linked to a mechanism 

that generates an electrical current proportional to your voice. 

Microphones play a crucial role in our daily lives. You can find them in telephones, 

transmitters for radio and television broadcasting, baby monitors, tape recorders, film 

production, and public address systems. They come in various types, each tailored for 

specific uses. For high-quality sound reproduction in studios for recording music or film, 

ribbon and condenser microphones are often preferred. On the other hand, carbon, ceramic, 

or dynamic microphones are popular for public address systems, phones, and two-way radios 

due to their versatility and affordability. 

The materials used in microphones can vary depending on their type. Generally, permanent 

magnets are made from a neodymium iron boron compound, while the voice coil and cable 

consist of copper wire. Plastic is commonly used for cable insulation, and the casing is 

usually crafted from aluminum or sometimes plastic. 

3.4  DC Motor 

 

Figure 7: DC Motor 

 

Figure 8: Cross-sectional View of DC Motor 

     

Motor is a device that creates motion, not an engine; it usually refers to either an electrical 

motor or an internal combustion engine.  

3.5 WIFI 

A wireless network operates using radio waves, similar to how cell phones, televisions, and 

radios function. Think of it as a two-way radio system. Here’s how it all works: 
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First, a computer’s wireless adapter takes data and transforms it into a radio signal, sending it 

out via an antenna. This signal is picked up by a wireless router, which decodes it and 

forwards the information to the Internet through a wired Ethernet connection. 

The process also operates in the opposite direction. The router gets information from the 

Internet, turns it back into a radio signal, and transmits it to the computer’s wireless adapter. 

The technology behind Wi-Fi is quite akin to that used in walkie-talkies or cell phones. These 

radios can both transmit and receive radio waves, and they convert binary code (1s and 0s) 

into radio waves and vice versa. However, Wi-Fi radios do have some key distinctions.  

For one, they require a small device called a wireless transmitter or hub, which receives 

Internet data through your home broadband connection. This device, often known as a 

Wireless Access Point (WAP), then converts this data for use. 

Furthermore, Wi-Fi networks lack a physical wired link between the sender and receiver, 

utilizing radio frequency (RF) technology. This frequency is part of the electromagnetic 

spectrum that aids in radio wave propagation. When an RF current flows through an antenna, 

it generates an electromagnetic field that can travel through space.. 

3.6 Buzzer 

 

Figure 9: Buzzer 

A buzzer or beeper is an audio signalling device, which may be mechanical, 

electromechanical, or piezoelectric. Typical uses of buzzers and beepers include alarm 

devices, timers, and confirmation of user input such as a mouse click or key stroke. Buzzer is 

an integrated structure of electronic transducers, DC power supply, widely used in computers, 

printers, copiers, alarms, electronic toys, automotive electronic equipment, telephones, 

timers, and other electronic products for sound devices. Active buzzer 5V Rated power can 

be directly connected to a continuous sound, this section dedicated sensor expansion module 

and the board in combination, can complete a simple circuit design, to "plug and play."  

3.7 Switch 

 

Figure 10: Switch 
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A switch is an electrical component that can disconnect or connect the conducting path in an 

electrical circuit, interrupting the electric current or diverting it from one conductor to 

another. The most common type of switch is an electromechanical device consisting of one or 

more sets of movable electrical contacts connected to external circuits. When a pair of 

contacts is touching current can pass between them, while when the contacts are separated no 

current can flow. 

Switches are made in many different configurations; they may have multiple sets of contacts 

controlled by the same knob or actuator, and the contacts may operate simultaneously, 

sequentially, or alternately. A switch may be operated manually, for example, a light switch 

or a keyboard button, or may function as a sensing element to sense the position of a machine 

part, liquid level, pressure, or temperature, such as a thermostat.  

IV. FLOWCHART 

 

Figure 11: Flowchart 

V. CIRCUIT AND RESULT 

 

Figure 12: Project Kit 

 



 
 

Volume 13, Issue 11, Nov 2024                                 ISSN 2457-0362 Page 359 

 

5.1 Working Module 

This project, Speech-based multi dispenser system with AI and ML is developed using 

Raspberry Pi, a popular single-board computer that allows for easy integration of hardware 

components and programming in Python.  

Here is an overview of how the system works: 

• Audio input: The system takes audio input from a microphone connected to the Raspberry 
Pi. The user speaks a command to the system, such as “MOTOR 1 ON” And “MOTOR 1 

OFF”. 

• Speech recognition: The audio input is processed by a speech recognition algorithm, which 
converts the user's spoken words into text using natural language processing techniques. The 

text is then parsed to extract the relevant commands and parameters. 

• Machine learning: The extracted commands and parameters are then fed into a machine 
learning algorithm that has been trained on a dataset of audio recordings and corresponding 

dispensing actions. The algorithm uses features such as voice frequency, pitch, and tone to 

predict the correct type and amount of  to dispense based on the user's command. 

• Dispensing: Once the machine learning algorithm has made its prediction, the Raspberry Pi 
turns on the motor. 

• Feedback: The system provides feedback to the user by updating the information on the 
mobile app. 

Overall, the speech-based multi dispenser system with AI and ML and Raspberry Pi is an 

efficient and user-friendly way to dispense liquids using voice commands. 

5.2 Result 

 

Figure 13: MOTOR 1 RUNNING 

When the user gives the command “MOTOR 1 ON” then the microphone captures the user's 

command, which is then processed by the Raspberry Pi. Upon recognizing the command, the 

Raspberry Pi generates a control signal that is sent to the L293D motor driver. The motor 
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driver interprets the signal and activates the corresponding output pin connected to MOTOR 

1. This activation provides the necessary power and control signals to the DC motor, resulting 

in the dispensing mechanism and when the user gives the command “MOTOR 1 OFF” then 

the motor driver deactivates and stops the supply of power and control signals to the DC 

motor, resulting in its cessation of operation and it is displayed in the mobile app as shown in 

figure. 

 

Figure 14: MOTOR 2 RUNNING 

Similarly, with when the user gives command such as “MOTOR 2 ON” and “MOTOR 2 

OFF” the same operations are performed as mentioned above and it is displayed in the mobile 

app. 

 

Figure 15: MOTOR 3 RUNNING 

Similarly, with when the user gives command such as “MOTOR 3 ON” and “MOTOR 3 

OFF” the same operations are performed as mentioned above and it is displayed in the mobile 

app. 
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Figure 16: MOTOR 4 RUNNING 

Similarly, with when the user gives command such as “MOTOR 4 ON” and “MOTOR 4 

OFF” the same operations are performed as mentioned above and it is displayed in the mobile 

app. 

5.3 Advantages 

• Hands-free operation: The system is completely voice-controlled, allowing for hands-free 

operation. This is particularly useful in settings where the user's hands may be occupied or 

dirty, such as in a kitchen or laboratory. 

• User-friendly: The system is easy to use and does not require any specialized training or 

knowledge. Users can simply speak their desired commands and the system will take care of 

the rest. 

• Precise dispensing: The use of AI and ML algorithms allows for more precise and accurate 
dispensing, reducing the risk of over-dispensing or under-dispensing. 

• Efficient: The system can dispense quickly and efficiently, reducing the amount of time and 
effort required for manual dispensing. Overall, the speech-based multi dispenser system with 

AI and ML offers a convenient and efficient way to dispense liquids while reducing the risk 

of errors and improving user experience. 

5.4 Disadvantages 

• Dependency on voice recognition: In noisy or crowded environments, or for users with 
speech impediments, the accuracy of the system may be compromised. 

• Maintenance: It requires frequent maintenance 

• Cost: Although highly effective , the cost of building and maintaining the system may be 
higher than that of traditional dispensing systems. 

5.5 Applications 

The speech-based multi dispenser system utilizing AI and ML boasts a wide range of 

potential uses across various industries and environments: 
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Pharmaceutical Industry: This system can be employed in pharmacies and hospitals to 

dispense medications based on verbal instructions from patients or healthcare providers. The 

integration of AI and ML ensures precise dosages, the detection of potential drug 

interactions, and personalized medication suggestions. 

Retail and E-commerce: In retail spaces or e-commerce platforms, this technology facilitates 

voice-controlled ordering and dispensing of products. Customers can articulate their orders, 

prompting the system to process requests, retrieve items from inventory, and dispense them 

accordingly. 

Food and Beverage Industry: Restaurants, cafeterias, and self-service stations can benefit 

from this system, allowing customers to place food and beverage orders verbally. The AI and 

ML algorithms optimize inventory management and align with customer preferences to 

prepare and dispense the requested items. 

Automated Vending Machines: Integrating this system into vending machines can 

significantly enhance user experience. Customers can use voice commands to select products, 

customize their orders, and complete transactions, while AI and ML analyze preferences to 

optimize offerings and suggest personalized options. 

Healthcare and Home Care: In both healthcare facilities and home settings, this system aids 

in the automated dispensing of healthcare products or supplies. It can handle requests for 

medical supplies, first aid kits, or personal care items based on user needs or established 

protocols. 

Industrial Settings: In manufacturing or warehouse environments, the system can automate 

the dispensing of components, tools, and materials. AI and ML algorithms improve inventory 

management, track usage trends, and forecast replenishment requirements. 

Public Facilities: Public spaces such as airports, train stations, and libraries can implement 

this system to offer self-service access to various items or services. For instance, it can 

dispense tickets, travel passes, or library materials based on voice commands or user 

identification. 

Hospitality Industry: Hotels and resorts can use this technology to streamline the delivery of 

amenities, toiletries, or guest requests. Guests can simply voice their needs, and the system 

will ensure items reach the designated locations promptly. 

Automated Assistance: This system can function as an automated assistant in various 

locations, including information kiosks, customer service centers, or reception areas. Users 

can make inquiries or requests, and the system will provide relevant information or dispense 

the necessary resources. 

VI. CONCLUSION AND FUTURE SCOPE 

6.1 Conclusion 

With this project, we’re set for success. We’ve focused on ensuring that the system is both 

cost-efficient and easy to use. The design incorporates various sensors, a Raspberry Pi as the 
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main controller, and a microphone to receive commands from the user. Thanks to the 

Raspberry Pi, we can effectively manage the voice recognition feature, which communicates 

directly with the sensors. Importantly, we’ve programmed the system to enable seamless 

communication. Keeping in mind our target audience of elderly and disabled individuals, 

we’ve made sure that the entire project is user-friendly. 

6.2 Future Scope 

Seamless Integration with Smart Home Devices: Imagine the convenience of having your 

dispenser system work alongside your smart home devices. Users can create routines and 

schedules that allow for automatic dispensing of liquids at set times throughout the day or 

week. This feature could easily be controlled with voice commands, via smartphone apps, or 

through other IoT devices. 

Enhanced Machine Learning Algorithms: The current algorithms powering the system could 

be significantly enhanced by incorporating more sophisticated techniques, such as deep 

learning or reinforcement learning. This would allow the system to learn from user feedback 

and adapt to new dispensing patterns over time, leading to increased accuracy and a reduction 

in waste or errors. 

Cloud-Based Data Storage: By storing dispensing data in the cloud, users gain the ability to 

access their dispensing history from any location at any time. This data can also provide 

valuable insights and recommendations, helping users identify potential health risks based on 

their dispensing habits. 

Adaptation for Diverse Industries: The dispenser system has the potential to be tailored for 

various industries, including cosmetics, personal care, and automotive sectors, where precise 

dispensing is crucial. This opens the door to new markets and opportunities, expanding the 

system's reach and applicability.. 
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